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Unauthorized reproduction, copying, distribution or any other use of the whole or any part of this documentation is strictly prohibited - Sono proibite, anche solo parzialmente, la riproduzione, l'elaborazione, la distribuzione e altri tipi di utilizzo.

Quality Management System certified according to ISO 9001:2015

DISCLAIMER
The above information is believed to be reliable and accurate but is presented without a guarantee on our part.                                                                                                                                                                                    

Pietro Galliani gives no warranty as to the fitness of the above product for any particular purpose and any implied warranty or condition statutory or otherwise.                                                                                                                                                                                                                                                          

It is recommended to make a trial before any bulk usage.

The material is being sold under the terms of the General Sales Conditions of Pietro Galliani.

Tolerance: ± 10%

ASTM D 882

Thermal stability 

ISO9073-1Mass per unit area 25±4 30±4 40±4 50±4

≥22

Non-woven fabric provide specific functions such as absorbency, liquid repellence, resilience, stretch, softness, strength,                                                                                            

fire resistance, thermal insulation, acoustic insulation.

DESCRIPTION

FEATURES

APPLICATION

Properties Unit

Various cable processes, water blocking tape manufacturing, and cable wrapper or inner liner.                                                                                                                                                                                

Advantages: longitudinal strong stretch, high insulation.

PGHF25 PGHF30 PGHF40 PGHF50

TECHNICAL PROPERTIES
Test method

TECHNICAL DATA SHEET

Non-woven tape

Non-woven fabric may be single-use, have a limited life or be very resistant.

Yield m²/Kg 40 33 25 20 /

ISO9073-2

N/cm

%

ISO9073-3

ISO9073-20,41±5%

≥12

Density g/cm³

≥45

Thickness  *                                       

(nominal)

Tensile Strength                                           

(min)

Elongation at break                                           

(min)

50±10 100±20

≥38

80±20

≥28

60±20

ISO 9073-3

230°C *

* Based on laboratory testing at condition to the short stability

Breaking Force N/50mm 100 125 170

ASTM E2550°C

200


